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13.3” Large Tablet PC w/Intel Bay Trail J1900

magic embedded 

Midas Touch

•13.3” LED-backlight screen with capacitive touch; Full-HD resolution with IP54-rated front panel
•Support for Microsoft® Windows® 7 Professional or Windows® 10 IoT Enterprise operating system
•Intel® Bay Trail ® J1900 dual core processor
•2 mega pixel front camera
•Optional for Wi-Fi and RFID 13.56MHz reader 

FEATURES

MTB-3133

The MTB-3133 Rugged Tablet features the integration of a 13.3" Full-HD capacitive touch screen, a high performance, energy efficient Intel® Bay Trail J1900
 processor, and a full-slot smart card reader within a slim, lightweight, durable package. With built-in 2M camera and GBE as well as options for RFID reader.
 With its large, vivid display, the MTB-3133 is perfect for the mobile cart for POS systems or the nursing cart.  .

MTB-3133

Specifications
Product MTB-3133 

CPU
Intel® Bay Trail J1900 @ 2G/2.42GHz, Quad Core
Intel® i7‐5650U, i5‐5350U, i3‐5010U 

Ubuntu 14.10
PCH Intel NM10 Express Chipset (1.5W) for CF
Graphics DX9 (CT) or DX11 (BT), On-die GPU within CPU
Memory

Optional module

One SO-DIMM (@1333 -1600MHz) Slot, 2/4/8GB
Storage (standard) SATA SLIM SSD: 32/64/128/256/512 GB (MLC/SLC), mSATA

Operation systems
Windows 7, pro, WES7&8, Windows Embedded 8.1 industry Pro, Windows 10 IoT for Industry devices Android 4.4.4 kitkat, 

Dual-SATA-module 2.5" for two drives of HDD/SSD(supports RAID-0/1) 

LCD type
Resolution

13.3" TFT, FHD 1920*1080 or optional for WQHD 2560*1440
1920*1080

Touch Type Resistive, Dual touch (Digitizer + Resistive), P-CAP (multi-fingers)
Brightness Normal 250 ~ 340 nits, options for 500+, 750+ and 1000 nits

Systems

LCD & Touch Screen
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MTB-3133
magic embedded 

Midas Touch

Display output 1*mini-DP port

USB port 2*USB 3 (up to 4*USB 3)
Gbe LAN(1218 or 8111F) 1*RJ45 port supports WOL(Wakeup-On-LAN)

Display Output 1*VGA port (optional mini DP)
Gbe LAN 1*RJ45 port (optional 2nd port, via GbE LAN mini card)

DC-IN 1*5.5mm round-tip DC Jack (12V or 19V)
Audio(Realtek ALC283) 4-Pole Audio Jack (stereo Headphone & ex. Microphone)

USB port 1*USB2 connector
LED Indicator 3*LEDs for Power, Battery, Storage Access Status

Button 1*Power Button

Internal modules
PCI-e mini-card slot 802.11-b/g/n (Azurewave) in PCI-e HMC (Half Mini-Card) or M.2

Camera (CMOS type) 2M-pixel camera module, USB-based at Bazel
Add-on module
Battery Pack 7.4V, 1880mAh(13.9W), 2S1P battery pack (as UPS function)

Smart card reader Comply with ISO 7816-3=0 and T=1 protocal, EMVL1
PoE(iEEE 802.3AT/BT)card 25W (802.3at, PoE+) or 50W(UPoE) from Cat-5e cables

Optional module

RFID reader (13.56Mhz) ISO 14443A & Mifare, RF320 Module with antenna at Bazel
Intel 3160/7260, PCI-e mini card, dual-band (2.24/5Ghz) antennaWireless LAN(802.11ac)

Input/Output Ports

Peripherals and Devices

AC/DC power adapter
Dimension & Weight Size: 320*212*32.8mm(W*H*W), Weight: ~1.5kg

12V@36W (100~240V) Power Adaptor (with round-tip)

Fixation four VESA(75mm*75mm) mounting holes and others

MTB-3133-IV-07 13" FHD w/Intel i7-5650U, 2GB memory,32GB SATA

MTB-3133-IV-03 13" FHD w/Intel i3-5650U, 2GB memory,32GB SATA
MTB-3133-IV-05 13" FHD w/Intel i5-5350U, 2GB memory,32GB SATA

Power Supply
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Ordering Information
13" FHD pc w/Bay Trail J1900, 2GB memory,32GB SATAMTB-3133-BT
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