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8" Risc-based IoT Terminal 

 

Features
• Integrated with the optional vehicle docking as a compact 

vehicle mount terminal 
• Built-in CAN 2.0b / OBD-II to support fleet management 

applications 
• 2M front camera and mini-SIM card support for in-vehicle 

surveillance 
• Multiple I/O including LAN, USB 2.0, and RS232 support 
• Built-in WWAN, WLAN, GPS, and Bluetooth 
• Ruggedized design with front bezel IP65 rating 
• Optional PoE module to support embedded applications 

 

 

  
CPU Quad-core ARM Cortex-A91.6GHz

OS Android 4.4 / 5.1

Memory 1GB LPDDR3

Flash 16GB eMMC

Front camera 2.0 megapixel camera
1 x built-
1 x built-in microphone

WCDMA / CDMA /

Physical size 8 inches

Resolution 1024*600

Technology High definition and high brightness LCD display

Colors 16M Colors,24bit

Brightness (cd/m²) 320 cd/m²

Touchscreen GG Capacitive, 5-points Multi-touch

2-pin terminal block
12V or 24V / 2A Auto-Detection

TDSCDMA / LTE
(optional)

Mini PCIE interface
Ingress Protection Front bezel IP65

GPS (optional) GPS mouse (GPS + BeiDou)

WIFI IEEE 802.11 a/b/g/n

Bluetooth BT4.0 low power BLE
Support NFC transmission standard 14443A/ 
B,15693,felica

Operating Temperature -10°C ~ 70°C (14°F ~ 158°F ) 

Storage Temperature -20°C ~ 85°C (-4°F ~ 185°F)

Operating Humidity 5% ~ 90% RH

Dimensions(mm) 218.16 x 162.67 x 46.5 mm

Weight Around 0.926kg

SD Card Micro SD Card slot,Maximum card 32 GB

USB Host 2 x USB 2.0 High Speed

Speaker
support RS232 (full function) x1, RS233, RS422and 
RS485 x1 (TX/RX)

RJ45 RJ45*1,one support Ethernet (10/100Mbps)

update hole updade program hole

Power on switch on/off switch able ,Toggle Switch

CAN CAN2.06 / OBD-II

DIO 4 x 3.3v GPIO

VESA mount 75mm x 75mm

Power Input 

Wireless 

Peripherals and Devices 

LCD Display System 

Mechanical & Environmental 

Installation 

Audio

DC Input

NFC

DB9 Interface

I/O Interface 

MTA-3080 
8" Risc-based IoT Terminal 

 

Features
• Integrated with the optional vehicle docking as a compact 

vehicle mount terminal 
• Built-in CAN 2.0b / OBD-II to support fleet management 

applications 
• 2M front camera and mini-SIM card support for in-vehicle 

surveillance 
• Multiple I/O including LAN, USB 2.0, and RS232 support 
• Built-in WWAN, WLAN, GPS, and Bluetooth 
• Ruggedized design with front bezel IP65 rating 
• Optional PoE module to support embedded applications 

 

 

  
CPU Quad-core ARM Cortex-A91.6GHz

OS Android 4.4 / 5.1

Memory 1GB LPDDR3

Flash 16GB eMMC

Front camera 2.0 megapixel camera
1 x built-
1 x built-in microphone

WCDMA / CDMA /

Physical size 8 inches

Resolution 1024*600

Technology High definition and high brightness LCD display

Colors 16M Colors,24bit

Brightness (cd/m²) 320 cd/m²

Touchscreen GG Capacitive, 5-points Multi-touch

2-pin terminal block
12V or 24V / 2A Auto-Detection

TDSCDMA / LTE
(optional)

Mini PCIE interface
Ingress Protection Front bezel IP65

GPS (optional) GPS mouse (GPS + BeiDou)

WIFI IEEE 802.11 a/b/g/n

Bluetooth BT4.0 low power BLE
Support NFC transmission standard 14443A/ 
B,15693,felica

Operating Temperature -10°C ~ 70°C (14°F ~ 158°F ) 

Storage Temperature -20°C ~ 85°C (-4°F ~ 185°F)

Operating Humidity 5% ~ 90% RH

Dimensions(mm) 218.16 x 162.67 x 46.5 mm

Weight Around 0.926kg

SD Card Micro SD Card slot,Maximum card 32 GB

USB Host 2 x USB 2.0 High Speed

Speaker
support RS232 (full function) x1, RS233, RS422and 
RS485 x1 (TX/RX)

RJ45 RJ45*1,one support Ethernet (10/100Mbps)

update hole updade program hole

Power on switch on/off switch able ,Toggle Switch

CAN CAN2.06 / OBD-II

DIO 4 x 3.3v GPIO

VESA mount 75mm x 75mm

Power Input 

Wireless 

Peripherals and Devices 

LCD Display System 

Mechanical & Environmental 

Installation 

Audio

DC Input

NFC

DB9 Interface

I/O Interface 

MTA-3080 
8" Risc-based IoT Terminal 

 

Features
• Integrated with the optional vehicle docking as a compact 

vehicle mount terminal 
• Built-in CAN 2.0b / OBD-II to support fleet management 

applications 
• 2M front camera and mini-SIM card support for in-vehicle 

surveillance 
• Multiple I/O including LAN, USB 2.0, and RS232 support 
• Built-in WWAN, WLAN, GPS, and Bluetooth 
• Ruggedized design with front bezel IP65 rating 
• Optional PoE module to support embedded applications 

 

 

  
CPU Quad-core ARM Cortex-A91.6GHz

OS Android 4.4 / 5.1

Memory 1GB LPDDR3

Flash 16GB eMMC

Front camera 2.0 megapixel camera
1 x built-
1 x built-in microphone

WCDMA / CDMA /

Physical size 8 inches

Resolution 1024*600

Technology High definition and high brightness LCD display

Colors 16M Colors,24bit

Brightness (cd/m²) 320 cd/m²

Touchscreen GG Capacitive, 5-points Multi-touch

2-pin terminal block
12V or 24V / 2A Auto-Detection

TDSCDMA / LTE
(optional)

Mini PCIE interface
Ingress Protection Front bezel IP65

GPS (optional) GPS mouse (GPS + BeiDou)

WIFI IEEE 802.11 a/b/g/n

Bluetooth BT4.0 low power BLE
Support NFC transmission standard 14443A/ 
B,15693,felica

Operating Temperature -10°C ~ 70°C (14°F ~ 158°F ) 

Storage Temperature -20°C ~ 85°C (-4°F ~ 185°F)

Operating Humidity 5% ~ 90% RH

Dimensions(mm) 218.16 x 162.67 x 46.5 mm

Weight Around 0.926kg

SD Card Micro SD Card slot,Maximum card 32 GB

USB Host 2 x USB 2.0 High Speed

Speaker
support RS232 (full function) x1, RS233, RS422and 
RS485 x1 (TX/RX)

RJ45 RJ45*1,one support Ethernet (10/100Mbps)

update hole updade program hole

Power on switch on/off switch able ,Toggle Switch

CAN CAN2.06 / OBD-II

DIO 4 x 3.3v GPIO

VESA mount 75mm x 75mm

Power Input 

Wireless 

Peripherals and Devices 

LCD Display System 

Mechanical & Environmental 

Installation 

Audio

DC Input

NFC

DB9 Interface

I/O Interface 

Features

Installation

MTA-3050 
5" Risc-based IoT Terminal 

 

Features
• Integrated with the optional vehicle docking as a compact 

vehicle mount terminal 
• Built-in CAN 2.0b / OBD-II to support fleet management 

applications 
• 2M front camera and mini-SIM card support for in-vehicle 

surveillance 
• Multiple I/O including LAN, USB 2.0, and RS232 support 
• Built-in WWAN, WLAN, GPS, and Bluetooth 
• Ruggedized design with front bezel IP65 rating 
• Optional PoE module to support embedded applications 

 

 

  
CPU Dual-coreARM Cortex-A7 1.0GHz

OS Android 5.1

Memory 512MB LPDDR2

Flash 4GB eMMC

Size/Type 5" TFT LCD

Max. Resolution 960(W) x 540(H)

Brightness (cd/m²) 350 cd/m²

Touch Screen 5 points capacitive touch (PCT)

Front camera 2.0 megapixel camera

Sensor Magnetometer (M-Sensor) 
1 x built-in speaker (0.8W)

2-pin terminal block
12V~24V Auto-Detection

Audio 1 x built-in microphone Ingress Protection Front bezel IP65

Operating -10°C ~ 50°C (14°F ~ 122°F )

WLAN Integrated IEEE802.11a/b/g/n/ac

Bluetooth Bluetooth 4.1 (BLE, HS compliant)
2G GSM/GPRS/EDGE (Band 850 / 900 / 1800 / 1900)
3G WCDMA/HSPA+ (Band 1,2,5,8)

GPS (Optional) GPS/GLONASS/Beidou

Temperature
Storage Temperature  -20°C ~ 60°C (-4°F ~140°F)

Operating Humidity 5% ~ 90% RH

Dimensions(mm) 149.3(W) x  110(H) x 36.8 (D) 

Weight Under 350g

CAN CAN 2.0b / OBD-II

USB 2 x USB 2.0 High Speed

LAN 1 x 10/100 Mbps
1 x RS-232/422/485 (DB-9 male) software
configurable

DIO 4 x 3.3V GPIO

SIM card 1 x mini-SIM (2FF) slot

DC-in 2-pin terminal block

Button 1 x Power button (reset functionbutton)

VESA mount 50mm x50mm

Mechanical & Environmental

Power InputPeripherals and Devices

LCD DisplaySystem 

Wireless

I/O Interface

DC Input

WWAN

RS-232

OBDII

MTA-3080 
8" Risc-based IoT Terminal 

 

Features
• Integrated with the optional vehicle docking as a compact 

vehicle mount terminal 
• Built-in CAN 2.0b / OBD-II to support fleet management 

applications 
• 2M front camera and mini-SIM card support for in-vehicle 

surveillance 
• Multiple I/O including LAN, USB 2.0, and RS232 support 
• Built-in WWAN, WLAN, GPS, and Bluetooth 
• Ruggedized design with front bezel IP65 rating 
• Optional PoE module to support embedded applications 

 

 

  
CPU Quad-core ARM Cortex-A91.6GHz

OS Android 4.4 / 5.1

Memory 1GB LPDDR3

Flash 16GB eMMC

Front camera 2.0 megapixel camera
1 x built-
1 x built-in microphone

WCDMA / CDMA /

Physical size 8 inches

Resolution 1024*600

Technology High definition and high brightness LCD display

Colors 16M Colors,24bit

Brightness (cd/m²) 320 cd/m²

Touchscreen GG Capacitive, 5-points Multi-touch

2-pin terminal block
12V or 24V / 2A Auto-Detection

TDSCDMA / LTE
(optional)

Mini PCIE interface
Ingress Protection Front bezel IP65

GPS (optional) GPS mouse (GPS + BeiDou)

WIFI IEEE 802.11 a/b/g/n

Bluetooth BT4.0 low power BLE
Support NFC transmission standard 14443A/ 
B,15693,felica

Operating Temperature -10°C ~ 70°C (14°F ~ 158°F ) 

Storage Temperature -20°C ~ 85°C (-4°F ~ 185°F)

Operating Humidity 5% ~ 90% RH

Dimensions(mm) 218.16 x 162.67 x 46.5 mm

Weight Around 0.926kg

SD Card Micro SD Card slot,Maximum card 32 GB

USB Host 2 x USB 2.0 High Speed

Speaker
support RS232 (full function) x1, RS233, RS422and 
RS485 x1 (TX/RX)

RJ45 RJ45*1,one support Ethernet (10/100Mbps)

update hole updade program hole

Power on switch on/off switch able ,Toggle Switch

CAN CAN2.06 / OBD-II

DIO 4 x 3.3v GPIO

VESA mount 75mm x 75mm

Power Input 

Wireless 

Peripherals and Devices 

LCD Display System 

Mechanical & Environmental 

Installation 

Audio

DC Input

NFC

DB9 Interface

I/O Interface 

System LCD Display

Power Input

Mechanical & Environmental

Installation

Ordering Information

Peripherals and Devices

Wireless

I/O Interface

720P SIP Video Door Phone with RFID & PoE

magic embedded 

Midas Touch

MDP-2108

MTA-3080

Dimensions

Ordering Information
Part Name Description

MTA-3080 8" display, 1024x600 HD resolution, Quad-core 1.6 GHz CPU, Android 4.4 / 5.1,WiFi IEEE 802.11 a/b/g/n, BT4.0 BLE, 1 x
10/100Mbps Ethernet, 1 x RS232, 1 x RS232/RS422/RS485, CAN 2.0b/OBD II, RoHS, 2 Mega-pixel camera ,NFC

Packing Information
Part Name Item Description Q'ty

Terminal Block connectors
2 Pin DC Terminal Block,PLUG,GREEN

10 Pin Terminal Block,PLUG,GREEN

1

1
MTA-3080

Antenna Wi-Fi/Bluetooth Antenna 1

Manual Manual 1

Optional Accessories list
Part Name Description

AC-DC power adapter    Input : 100V-240V,
Output : 12V/2A

3G Module + Antenna UMTS/HSDPA/HSUPA 900(850)/2100(1900)MHz ,GSM/GPRS/EDGE 850/900/1800/1900MHz
FDD LTE:Band 1, Band 3, Band 8

4G Module + Antenna 
(Global)

4G Module + Antenna 
(EU)

4G Module + Antenna 
(US)

TDD LTE: Band 39, Band 40, Band 41 (38)
DC-HSPA+/HSPA+/HSPA/UMTS:Band 1, Band 9, Band 5, Band 8
TD-SCDMA: Band 34, Band 39 
GSM/GPRS/EDGE: 1800MHz/900MHz
FDD LTE: Band 1, Band 2 , Band 3 , Band 4 , Band 5 , Band 7 , Band 8 , Band 20 , all bands with diversity 
WCDMA/HSDPA/HSUPA/HSPA+: Band 1 , Band 2 , Band 5 , Band 8 , all bands with diversity 
GSM/GPRS/EDGE: 850 MHz/900 MHz/1800 MHz/1900 MHz
LTE:FDD Band 2 , Band 4 ,Band 5 , Band 17 , all bands with diversity 
WCDMA/HSDPA/HSUPA/HSPA+: Band 2 , Band 4 , Band 5 , all bands with diversity

GPS GPS Mouse

Functions Support
Voltage

All specifications are subject to change without notice.Last update: 9/6/2017

2

Part Name Wide range Ethernet Bluetooth Wi-Fi GPS 3G 4G Camera

MTA-3080 V V V V V V V V

Solutions
Part Name Retail T & L Oil & Gas Hospitality Public Safety Smart Factory Brewery

MTA-
3080

V V V V V V V

Dimensions

Ordering Information
Part Name Description

MTA-3080 8" display, 1024x600 HD resolution, Quad-core 1.6 GHz CPU, Android 4.4 / 5.1,WiFi IEEE 802.11 a/b/g/n, BT4.0 BLE, 1 x
10/100Mbps Ethernet, 1 x RS232, 1 x RS232/RS422/RS485, CAN 2.0b/OBD II, RoHS, 2 Mega-pixel camera ,NFC

Packing Information
Part Name Item Description Q'ty

Terminal Block connectors
2 Pin DC Terminal Block,PLUG,GREEN

10 Pin Terminal Block,PLUG,GREEN

1

1
MTA-3080

Antenna Wi-Fi/Bluetooth Antenna 1

Manual Manual 1

Optional Accessories list
Part Name Description

AC-DC power adapter    Input : 100V-240V,
Output : 12V/2A

3G Module + Antenna UMTS/HSDPA/HSUPA 900(850)/2100(1900)MHz ,GSM/GPRS/EDGE 850/900/1800/1900MHz
FDD LTE:Band 1, Band 3, Band 8

4G Module + Antenna 
(Global)

4G Module + Antenna 
(EU)

4G Module + Antenna 
(US)

TDD LTE: Band 39, Band 40, Band 41 (38)
DC-HSPA+/HSPA+/HSPA/UMTS:Band 1, Band 9, Band 5, Band 8
TD-SCDMA: Band 34, Band 39 
GSM/GPRS/EDGE: 1800MHz/900MHz
FDD LTE: Band 1, Band 2 , Band 3 , Band 4 , Band 5 , Band 7 , Band 8 , Band 20 , all bands with diversity 
WCDMA/HSDPA/HSUPA/HSPA+: Band 1 , Band 2 , Band 5 , Band 8 , all bands with diversity 
GSM/GPRS/EDGE: 850 MHz/900 MHz/1800 MHz/1900 MHz
LTE:FDD Band 2 , Band 4 ,Band 5 , Band 17 , all bands with diversity 
WCDMA/HSDPA/HSUPA/HSPA+: Band 2 , Band 4 , Band 5 , all bands with diversity

GPS GPS Mouse

Functions Support
Voltage

All specifications are subject to change without notice.Last update: 9/6/2017
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Part Name Wide range Ethernet Bluetooth Wi-Fi GPS 3G 4G Camera

MTA-3080 V V V V V V V V

Solutions
Part Name Retail T & L Oil & Gas Hospitality Public Safety Smart Factory Brewery

MTA-
3080

V V V V V V V

Dimensions

Ordering Information
Part Name Description

MTA-3080 8" display, 1024x600 HD resolution, Quad-core 1.6 GHz CPU, Android 4.4 / 5.1,WiFi IEEE 802.11 a/b/g/n, BT4.0 BLE, 1 x
10/100Mbps Ethernet, 1 x RS232, 1 x RS232/RS422/RS485, CAN 2.0b/OBD II, RoHS, 2 Mega-pixel camera ,NFC

Packing Information
Part Name Item Description Q'ty

Terminal Block connectors
2 Pin DC Terminal Block,PLUG,GREEN

10 Pin Terminal Block,PLUG,GREEN

1
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MTA-3080

Antenna Wi-Fi/Bluetooth Antenna 1

Manual Manual 1

Optional Accessories list
Part Name Description

AC-DC power adapter    Input : 100V-240V,
Output : 12V/2A

3G Module + Antenna UMTS/HSDPA/HSUPA 900(850)/2100(1900)MHz ,GSM/GPRS/EDGE 850/900/1800/1900MHz
FDD LTE:Band 1, Band 3, Band 8

4G Module + Antenna 
(Global)

4G Module + Antenna 
(EU)

4G Module + Antenna 
(US)

TDD LTE: Band 39, Band 40, Band 41 (38)
DC-HSPA+/HSPA+/HSPA/UMTS:Band 1, Band 9, Band 5, Band 8
TD-SCDMA: Band 34, Band 39 
GSM/GPRS/EDGE: 1800MHz/900MHz
FDD LTE: Band 1, Band 2 , Band 3 , Band 4 , Band 5 , Band 7 , Band 8 , Band 20 , all bands with diversity 
WCDMA/HSDPA/HSUPA/HSPA+: Band 1 , Band 2 , Band 5 , Band 8 , all bands with diversity 
GSM/GPRS/EDGE: 850 MHz/900 MHz/1800 MHz/1900 MHz
LTE:FDD Band 2 , Band 4 ,Band 5 , Band 17 , all bands with diversity 
WCDMA/HSDPA/HSUPA/HSPA+: Band 2 , Band 4 , Band 5 , all bands with diversity

GPS GPS Mouse

Functions Support
Voltage

All specifications are subject to change without notice.Last update: 9/6/2017
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Part Name Wide range Ethernet Bluetooth Wi-Fi GPS 3G 4G Camera

MTA-3080 V V V V V V V V
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Part Name Retail T & L Oil & Gas Hospitality Public Safety Smart Factory Brewery

MTA-
3080

V V V V V V V

Dimensions

Ordering Information
Part Name Description

MTA-3080 8" display, 1024x600 HD resolution, Quad-core 1.6 GHz CPU, Android 4.4 / 5.1,WiFi IEEE 802.11 a/b/g/n, BT4.0 BLE, 1 x
10/100Mbps Ethernet, 1 x RS232, 1 x RS232/RS422/RS485, CAN 2.0b/OBD II, RoHS, 2 Mega-pixel camera ,NFC
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Terminal Block connectors
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Manual Manual 1

Optional Accessories list
Part Name Description

AC-DC power adapter    Input : 100V-240V,
Output : 12V/2A

3G Module + Antenna UMTS/HSDPA/HSUPA 900(850)/2100(1900)MHz ,GSM/GPRS/EDGE 850/900/1800/1900MHz
FDD LTE:Band 1, Band 3, Band 8

4G Module + Antenna 
(Global)

4G Module + Antenna 
(EU)

4G Module + Antenna 
(US)

TDD LTE: Band 39, Band 40, Band 41 (38)
DC-HSPA+/HSPA+/HSPA/UMTS:Band 1, Band 9, Band 5, Band 8
TD-SCDMA: Band 34, Band 39 
GSM/GPRS/EDGE: 1800MHz/900MHz
FDD LTE: Band 1, Band 2 , Band 3 , Band 4 , Band 5 , Band 7 , Band 8 , Band 20 , all bands with diversity 
WCDMA/HSDPA/HSUPA/HSPA+: Band 1 , Band 2 , Band 5 , Band 8 , all bands with diversity 
GSM/GPRS/EDGE: 850 MHz/900 MHz/1800 MHz/1900 MHz
LTE:FDD Band 2 , Band 4 ,Band 5 , Band 17 , all bands with diversity 
WCDMA/HSDPA/HSUPA/HSPA+: Band 2 , Band 4 , Band 5 , all bands with diversity

GPS GPS Mouse

Functions Support
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Part Name Wide range Ethernet Bluetooth Wi-Fi GPS 3G 4G Camera

MTA-3080 V V V V V V V V

Solutions
Part Name Retail T & L Oil & Gas Hospitality Public Safety Smart Factory Brewery

MTA-
3080

V V V V V V V

Dimensions

Ordering Information
Part Name Description

MTA-3080 8" display, 1024x600 HD resolution, Quad-core 1.6 GHz CPU, Android 4.4 / 5.1,WiFi IEEE 802.11 a/b/g/n, BT4.0 BLE, 1 x
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Part Name Description

AC-DC power adapter    Input : 100V-240V,
Output : 12V/2A

3G Module + Antenna UMTS/HSDPA/HSUPA 900(850)/2100(1900)MHz ,GSM/GPRS/EDGE 850/900/1800/1900MHz
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4G Module + Antenna 
(Global)

4G Module + Antenna 
(EU)

4G Module + Antenna 
(US)

TDD LTE: Band 39, Band 40, Band 41 (38)
DC-HSPA+/HSPA+/HSPA/UMTS:Band 1, Band 9, Band 5, Band 8
TD-SCDMA: Band 34, Band 39 
GSM/GPRS/EDGE: 1800MHz/900MHz
FDD LTE: Band 1, Band 2 , Band 3 , Band 4 , Band 5 , Band 7 , Band 8 , Band 20 , all bands with diversity 
WCDMA/HSDPA/HSUPA/HSPA+: Band 1 , Band 2 , Band 5 , Band 8 , all bands with diversity 
GSM/GPRS/EDGE: 850 MHz/900 MHz/1800 MHz/1900 MHz
LTE:FDD Band 2 , Band 4 ,Band 5 , Band 17 , all bands with diversity 
WCDMA/HSDPA/HSUPA/HSPA+: Band 2 , Band 4 , Band 5 , all bands with diversity

GPS GPS Mouse
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Part Name Wide range Ethernet Bluetooth Wi-Fi GPS 3G 4G Camera

MTA-3080 V V V V V V V V
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Part Name Retail T & L Oil & Gas Hospitality Public Safety Smart Factory Brewery

MTA-
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V V V V V V V

Dimensions

Ordering Information
Part Name Description

MTA-3080 8" display, 1024x600 HD resolution, Quad-core 1.6 GHz CPU, Android 4.4 / 5.1,WiFi IEEE 802.11 a/b/g/n, BT4.0 BLE, 1 x
10/100Mbps Ethernet, 1 x RS232, 1 x RS232/RS422/RS485, CAN 2.0b/OBD II, RoHS, 2 Mega-pixel camera ,NFC
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2 Pin DC Terminal Block,PLUG,GREEN

10 Pin Terminal Block,PLUG,GREEN
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Optional Accessories list
Part Name Description

AC-DC power adapter    Input : 100V-240V,
Output : 12V/2A

3G Module + Antenna UMTS/HSDPA/HSUPA 900(850)/2100(1900)MHz ,GSM/GPRS/EDGE 850/900/1800/1900MHz
FDD LTE:Band 1, Band 3, Band 8

4G Module + Antenna 
(Global)

4G Module + Antenna 
(EU)

4G Module + Antenna 
(US)

TDD LTE: Band 39, Band 40, Band 41 (38)
DC-HSPA+/HSPA+/HSPA/UMTS:Band 1, Band 9, Band 5, Band 8
TD-SCDMA: Band 34, Band 39 
GSM/GPRS/EDGE: 1800MHz/900MHz
FDD LTE: Band 1, Band 2 , Band 3 , Band 4 , Band 5 , Band 7 , Band 8 , Band 20 , all bands with diversity 
WCDMA/HSDPA/HSUPA/HSPA+: Band 1 , Band 2 , Band 5 , Band 8 , all bands with diversity 
GSM/GPRS/EDGE: 850 MHz/900 MHz/1800 MHz/1900 MHz
LTE:FDD Band 2 , Band 4 ,Band 5 , Band 17 , all bands with diversity 
WCDMA/HSDPA/HSUPA/HSPA+: Band 2 , Band 4 , Band 5 , all bands with diversity
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Functions Support
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Part Name Wide range Ethernet Bluetooth Wi-Fi GPS 3G 4G Camera

MTA-3080 V V V V V V V V

Solutions
Part Name Retail T & L Oil & Gas Hospitality Public Safety Smart Factory Brewery

MTA-
3080

V V V V V V V

Dimensions

Ordering Information
Part Name Description

MTA-3080 8" display, 1024x600 HD resolution, Quad-core 1.6 GHz CPU, Android 4.4 / 5.1,WiFi IEEE 802.11 a/b/g/n, BT4.0 BLE, 1 x
10/100Mbps Ethernet, 1 x RS232, 1 x RS232/RS422/RS485, CAN 2.0b/OBD II, RoHS, 2 Mega-pixel camera ,NFC
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2 Pin DC Terminal Block,PLUG,GREEN

10 Pin Terminal Block,PLUG,GREEN

1
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Antenna Wi-Fi/Bluetooth Antenna 1

Manual Manual 1

Optional Accessories list
Part Name Description

AC-DC power adapter    Input : 100V-240V,
Output : 12V/2A

3G Module + Antenna UMTS/HSDPA/HSUPA 900(850)/2100(1900)MHz ,GSM/GPRS/EDGE 850/900/1800/1900MHz
FDD LTE:Band 1, Band 3, Band 8

4G Module + Antenna 
(Global)

4G Module + Antenna 
(EU)

4G Module + Antenna 
(US)

TDD LTE: Band 39, Band 40, Band 41 (38)
DC-HSPA+/HSPA+/HSPA/UMTS:Band 1, Band 9, Band 5, Band 8
TD-SCDMA: Band 34, Band 39 
GSM/GPRS/EDGE: 1800MHz/900MHz
FDD LTE: Band 1, Band 2 , Band 3 , Band 4 , Band 5 , Band 7 , Band 8 , Band 20 , all bands with diversity 
WCDMA/HSDPA/HSUPA/HSPA+: Band 1 , Band 2 , Band 5 , Band 8 , all bands with diversity 
GSM/GPRS/EDGE: 850 MHz/900 MHz/1800 MHz/1900 MHz
LTE:FDD Band 2 , Band 4 ,Band 5 , Band 17 , all bands with diversity 
WCDMA/HSDPA/HSUPA/HSPA+: Band 2 , Band 4 , Band 5 , all bands with diversity

GPS GPS Mouse

Functions Support
Voltage

All specifications are subject to change without notice.Last update: 9/6/2017
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Part Name Wide range Ethernet Bluetooth Wi-Fi GPS 3G 4G Camera

MTA-3080 V V V V V V V V

Solutions
Part Name Retail T & L Oil & Gas Hospitality Public Safety Smart Factory Brewery

MTA-
3080

V V V V V V V

Dimensions
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Part Name Description

MTA-3080 8" display, 1024x600 HD resolution, Quad-core 1.6 GHz CPU, Android 4.4 / 5.1,WiFi IEEE 802.11 a/b/g/n, BT4.0 BLE, 1 x
10/100Mbps Ethernet, 1 x RS232, 1 x RS232/RS422/RS485, CAN 2.0b/OBD II, RoHS, 2 Mega-pixel camera ,NFC

Packing Information
Part Name Item Description Q'ty

Terminal Block connectors
2 Pin DC Terminal Block,PLUG,GREEN

10 Pin Terminal Block,PLUG,GREEN

1

1
MTA-3080

Antenna Wi-Fi/Bluetooth Antenna 1

Manual Manual 1

Optional Accessories list
Part Name Description

AC-DC power adapter    Input : 100V-240V,
Output : 12V/2A

3G Module + Antenna UMTS/HSDPA/HSUPA 900(850)/2100(1900)MHz ,GSM/GPRS/EDGE 850/900/1800/1900MHz
FDD LTE:Band 1, Band 3, Band 8

4G Module + Antenna 
(Global)

4G Module + Antenna 
(EU)

4G Module + Antenna 
(US)

TDD LTE: Band 39, Band 40, Band 41 (38)
DC-HSPA+/HSPA+/HSPA/UMTS:Band 1, Band 9, Band 5, Band 8
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WCDMA/HSDPA/HSUPA/HSPA+: Band 1 , Band 2 , Band 5 , Band 8 , all bands with diversity 
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WCDMA/HSDPA/HSUPA/HSPA+: Band 2 , Band 4 , Band 5 , all bands with diversity

GPS GPS Mouse

Functions Support
Voltage
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MTA-3080 
8" Risc-based IoT Terminal 

 

Features
• Integrated with the optional vehicle docking as a compact 

vehicle mount terminal 
• Built-in CAN 2.0b / OBD-II to support fleet management 

applications 
• 2M front camera and mini-SIM card support for in-vehicle 

surveillance 
• Multiple I/O including LAN, USB 2.0, and RS232 support 
• Built-in WWAN, WLAN, GPS, and Bluetooth 
• Ruggedized design with front bezel IP65 rating 
• Optional PoE module to support embedded applications 

 

 

  
CPU Quad-core ARM Cortex-A91.6GHz

OS Android 4.4 / 5.1

Memory 1GB LPDDR3

Flash 16GB eMMC

Front camera 2.0 megapixel camera
1 x built-
1 x built-in microphone

WCDMA / CDMA /

Physical size 8 inches

Resolution 1024*600

Technology High definition and high brightness LCD display

Colors 16M Colors,24bit

Brightness (cd/m²) 320 cd/m²

Touchscreen GG Capacitive, 5-points Multi-touch

2-pin terminal block
12V or 24V / 2A Auto-Detection

TDSCDMA / LTE
(optional)

Mini PCIE interface
Ingress Protection Front bezel IP65

GPS (optional) GPS mouse (GPS + BeiDou)

WIFI IEEE 802.11 a/b/g/n

Bluetooth BT4.0 low power BLE
Support NFC transmission standard 14443A/ 
B,15693,felica

Operating Temperature -10°C ~ 70°C (14°F ~ 158°F ) 

Storage Temperature -20°C ~ 85°C (-4°F ~ 185°F)

Operating Humidity 5% ~ 90% RH

Dimensions(mm) 218.16 x 162.67 x 46.5 mm

Weight Around 0.926kg

SD Card Micro SD Card slot,Maximum card 32 GB

USB Host 2 x USB 2.0 High Speed

Speaker
support RS232 (full function) x1, RS233, RS422and 
RS485 x1 (TX/RX)

RJ45 RJ45*1,one support Ethernet (10/100Mbps)

update hole updade program hole

Power on switch on/off switch able ,Toggle Switch

CAN CAN2.06 / OBD-II

DIO 4 x 3.3v GPIO

VESA mount 75mm x 75mm

Power Input 

Wireless 

Peripherals and Devices 

LCD Display System 

Mechanical & Environmental 

Installation 

Audio

DC Input

NFC

DB9 Interface

I/O Interface 
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Dimensions

Display
Main display vision size 
(inch) 4"

Main display resolution HVGA (320×480)

Main display technology TFT
Main display touch 
technology Capacity

Multi-touch capabiliity 5 points

Touch Icon position Out of LCD AA

TP Corning Gorilla

Brightness(cd/m2) Average brightness over 350cd/m2
Max 500cd/m2

Camera
Front No front camera

Rear 8.0MP  AF rear camera

Camera Flash LED

Sensors
GPS Yes

Glonass Yes

Beidou Yes

Proximity sensor Yes

Light sensor Yes

E-Compass Yes
G-sensor 
(Accelerate sensor) Yes

Hall sensor No

Gyroscope Yes

Barometer No

Temperature sensor No

IRIS Scanner No

face ID No

Sensor Hub No

Fingerprint Optional

Battery
Battery capacity (mAh) 5200mAh

Charge time (Hours) <4 hour

Talking time (Hours) 8h

Qiuck charge
QC3.0 or Pump Exp

5V/2A(10w)

Dock pin Yes

Connectivity

Wi-Fi

802.11b/g/n/ac/r

2.4G+5G

extPA. 18dB@ac

2 x MU-MIMO

Bluetooth BT4.2(BLE HS compliant)

PTT Optional

USB Capability USB 2.0 (Hi-Speed)

Data connector Dock pin

Wireless Charging No

Dock Pin / Dock Capability Yes

USB OTG Capability Yes,support OTG

NFC Yes

Others
ESD ±15kV air discharge,±8kV direct discharge

Drop Multiple drops to concrete: 1.5 m across the operating 
temperature range 

Sealing level rate IP65

Storage Temperature -20°C ~ 70°C

Operating Temperature -15°C ~ 55°C

Accessries
Power adapter 5V 2A output

UHF Optional

Charging dock Optional

HAND STRIP Optional

FCC Yes

CCC Yes

CE Yes

BIS Yes

Address:17F-16, No. 1, Sec. 1, Zhongshan Rd., Banqiao Dist., New Taipei City 22063, Taiwan (R.O.C.)

Tel:+886-2-8953-0862

Fax: +886-2-2952-8441 

Email:contact@midastouchinc.com

https://www.midastouchinc.com/
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720P SIP Video Door Phone with RFID & PoE

magic embedded 

Midas Touch

MDP-2108

Dimensions

Ordering Information
Part Name Description

MTA-3080 8" display, 1024x600 HD resolution, Quad-core 1.6 GHz CPU, Android 4.4 / 5.1,WiFi IEEE 802.11 a/b/g/n, BT4.0 BLE, 1 x
10/100Mbps Ethernet, 1 x RS232, 1 x RS232/RS422/RS485, CAN 2.0b/OBD II, RoHS, 2 Mega-pixel camera ,NFC

Packing Information
Part Name Item Description Q'ty

Terminal Block connectors
2 Pin DC Terminal Block,PLUG,GREEN

10 Pin Terminal Block,PLUG,GREEN

1

1
MTA-3080

Antenna Wi-Fi/Bluetooth Antenna 1

Manual Manual 1

Optional Accessories list
Part Name Description

AC-DC power adapter    Input : 100V-240V,
Output : 12V/2A

3G Module + Antenna UMTS/HSDPA/HSUPA 900(850)/2100(1900)MHz ,GSM/GPRS/EDGE 850/900/1800/1900MHz
FDD LTE:Band 1, Band 3, Band 8

4G Module + Antenna 
(Global)

4G Module + Antenna 
(EU)

4G Module + Antenna 
(US)

TDD LTE: Band 39, Band 40, Band 41 (38)
DC-HSPA+/HSPA+/HSPA/UMTS:Band 1, Band 9, Band 5, Band 8
TD-SCDMA: Band 34, Band 39 
GSM/GPRS/EDGE: 1800MHz/900MHz
FDD LTE: Band 1, Band 2 , Band 3 , Band 4 , Band 5 , Band 7 , Band 8 , Band 20 , all bands with diversity 
WCDMA/HSDPA/HSUPA/HSPA+: Band 1 , Band 2 , Band 5 , Band 8 , all bands with diversity 
GSM/GPRS/EDGE: 850 MHz/900 MHz/1800 MHz/1900 MHz
LTE:FDD Band 2 , Band 4 ,Band 5 , Band 17 , all bands with diversity 
WCDMA/HSDPA/HSUPA/HSPA+: Band 2 , Band 4 , Band 5 , all bands with diversity

GPS GPS Mouse

Functions Support
Voltage
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MTA-
3080

V V V V V V V

Dimensions

Ordering Information
Part Name Description

MTA-3080 8" display, 1024x600 HD resolution, Quad-core 1.6 GHz CPU, Android 4.4 / 5.1,WiFi IEEE 802.11 a/b/g/n, BT4.0 BLE, 1 x
10/100Mbps Ethernet, 1 x RS232, 1 x RS232/RS422/RS485, CAN 2.0b/OBD II, RoHS, 2 Mega-pixel camera ,NFC

Packing Information
Part Name Item Description Q'ty

Terminal Block connectors
2 Pin DC Terminal Block,PLUG,GREEN

10 Pin Terminal Block,PLUG,GREEN

1

1
MTA-3080

Antenna Wi-Fi/Bluetooth Antenna 1

Manual Manual 1

Optional Accessories list
Part Name Description
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Output : 12V/2A
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4G Module + Antenna 
(Global)

4G Module + Antenna 
(EU)

4G Module + Antenna 
(US)

TDD LTE: Band 39, Band 40, Band 41 (38)
DC-HSPA+/HSPA+/HSPA/UMTS:Band 1, Band 9, Band 5, Band 8
TD-SCDMA: Band 34, Band 39 
GSM/GPRS/EDGE: 1800MHz/900MHz
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Part Name Wide range Ethernet Bluetooth Wi-Fi GPS 3G 4G Camera

MTA-3080 V V V V V V V V

Solutions
Part Name Retail T & L Oil & Gas Hospitality Public Safety Smart Factory Brewery

MTA-
3080

V V V V V V V

Functions Support

Dimensions

Ordering Information
Part Name Description
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Packing Information
Part Name Item Description Q'ty
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1

1
MTA-3080

Antenna Wi-Fi/Bluetooth Antenna 1

Manual Manual 1

Optional Accessories list
Part Name Description
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Output : 12V/2A
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4G Module + Antenna 
(Global)
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(EU)

4G Module + Antenna 
(US)
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